
A feast for the Soul 

VV--8888 
You sit in front of the system and listen to music. It 
slowly becomes clear even here, the reproduc- 
tion of the instrument is held at the highest level. 

Sometimes it happens that we are always desirous 
of music which grabs us, instead of annoying, such 
as simple hi-fi systems, unfortunately the frequent 
case, our mind takes strain , we want to listen, cap- 
ture from the sound , this presentation describes 
and states : even in the significant higher 
pitch/sound intensity regions the sound remains the 
same, does not move away to the obtrusive and 
presents the stage heretofore only just louder. 

Next to the second positive experience, we noti- 
ce the clear, precise resolution, recognize the 
progressive rate of the musicians in addition to 
instrument in the room. 
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VV--8888 

The V-88 equipped with the patented bias control is in 

any line of man's profession, whether rock, classical 

or jazz. The tubes operate in the optimum range, both 

the A as well as AB operation, the signals are ampli- 

fied perfectly. To carry out this function in the V-88, 

four Russian KT88 operates as output valves, also two 

per channel. As well as in the preamp stage section 

to carry out their service Russian tubes of the type 

6CG7. The advantage of this tube type lies  in  the 

good sound and a more than adequate power perfor- 

mance. The input section of the amplifier, becomes the 

signal from similar Russian - 12AX7 tubes considered. 

The 12AX7 sound plays to its strengths and characte- 

rized by a very homogeneous, clear sound. Thus the 

maximum potential of the tubes is exhausted, can be 

used in the V-88 gold plated tube bases. 

Thus, It is applied in the constant current and voltage 

devices MOSFET transistors. Coupled with constant 

current and voltage sources is the extraordinary 

effect/ field in the sound and increases the lifespan of 

the tubes certainly, it also functions in the TAC V-88 

with our auto-bias technology made in Germany. 

With this technology, the output tubes are operated 

with the correct/proper bias current, completely inde- 

pendent of the ageing condition of the tubes. Also, a 

replacement by other suitable fitting tubes can be per- 

formed safely, this technology ensures a perfect func- 

tion in any operating condition. Therefore you will be 

more happy with your device and always enjoy the 

high quality sound. 

Rendering at 

its peak ... 

Needless to say that at sound critical points only the 

highest  quality  device  components  are  installed. 

Representing only names such as WIMA, ALPS and 

Solen genannt to be mentioned. Gold-plated connec- 

tors, terminals and RCA jacks are mentioned for com- 

pleteness half on the edge. 

... see it for 

yourself! Obviously, the output transformer of a amplifier tubes 

are a very important component of sound. Therefore, 

special care must be taken into account. Special sheets 

such as core material provides less turbulence and 

magnetic field. The transformer get the shielding sub- 

stance outwardly by a metallic enclosure, the substance 

rest by poured epoxy granulated material on inside. 

The amplifier that would meet the highest standards is 

demonstrated not least in the  elaborately  designed 

and crafted case. Such as seen from the solid V-88 in 

its aluminum housing. The power transformer also follow these inputs and 

was produced and installed with utmost care. And 

because the effects of the current and voltage are 

adequately sounded on the sound was applied to the 

current, voltage supply for the different steps in the V- 

88 taken with higher care. 
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Technical Data V-88: 

Power Rating: 2 x 70 Watt (4-8 Ohm) 

Frequency Response: 20Hz – 20KHz +/-1dB 

T.H.D.: <0.6% (1KHz, 1W) 

Input sensitivity: 260mV 

Signal-to-noise ratio: 90dB 

Input impedance: 47 KOhm 

Inputs: 4 pairs of RCA 

Outputs: 1 pair RCA (Rec out), 

 2 x Loudspeaker 

Dimensions (WxHxD): 450x220x420 mm 

Weight: aproximately 25kg 

Product-Newsletter 

 

http://www.vincent-tac.de/
mailto:info@vincent-audio.com

